
Saab 9-5 97-2010 Turbo Replacement
How to replace the Turbo Charger on your Saab 9-5 after a failure.
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INTRODUCTION

Turbo faults can be scary, you can end up with a lot of black smoke and a very dead engine. It is
important to realize that like most things in automobiles that virtually everything is replaceable and
despite its seemingly complex nature, it had be swapped out at home.

Fortunately a lot of after market parts exist as well so once a very expensive job can be performed
for under $300 at home!

Hopefully these video guides will help you on your journey!

TOOLS:
Hydraulic Floor Jack (1)
Jack Stands (1)
Socket Set (1)
Engine Oil - Quart (1)
Oil Filter (1)

PARTS:
Turbo charger (1)
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https://www.amazon.com/Blackhawk-B6350-Black-Fast-Service/dp/B0054WGRBA/ref=cm_cr_arp_d_product_top?ie=UTF8
https://www.amazon.com/Torin-T43002-Jack-Stands-pair/dp/B000CO86BY/ref=sr_1_7?ie=UTF8&qid=1487796892&sr=8-7&keywords=floor+jack
https://www.amazon.com/Stanley-92-824-Chrome-Etched-69-Piece/dp/B000KE6E1U/ref=sr_1_1?rps=1&ie=UTF8&qid=1472235452&sr=8-1&keywords=socket+set&refinements=p_85%253A2470955011%252Cp_72%253A2661618011
http://www.amazon.com/Mobil-94003-10W-30-Synthetic-Motor/dp/B0006IBYSI/ref=sr_1_2?ie=UTF8&qid=1407341269&sr=8-2&keywords=10W-30
http://www.oscaroparts.com/search/go?w=oil%20filter%20
https://amzn.to/2KNWoNw


Step 1 — Removing your faulty Turbo

Removing your faulty Turbo

Step 2 — Replacing in your faulty Turbo

Replacing your faulty Turbo
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https://www.youtube.com/watch?v=mhOVaju1Svs
https://www.youtube.com/watch?v=ZdUncf120nY


Step 3 — Final Checks

Once you have refitted your Turbo
and reconnected all hoses and filters
you need to check a few things:



Check the oil level - this will certainly
need topping up. Bear in mind that
you will need to replace the oil and
filter within 500 miles.



Ensure your coolant and all other
fluids are topped off to ensure they
will not cause any problems in
general operation.



Run the motor

Pay close attention to coolant levels
and any warning on the instrument
cluster



There may still be oil in the exhaust
system, this will start to burn as the
vehicle warms up.



If you notice smoke immediately
(from a cold engine) stop the motor
immediately and check all your
connections. This could be an
indication that oil is getting burnt in
the turbo.



If all looks ok and the car is brought
up to temperature, while idling,
gently increase the revs up and
down over the course of a few
minutes - shut down and check for
leaks. You are done!
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To reassemble your device, follow these instructions in reverse order.
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