
Repairing a Ripped Winter Coat Sleeve
Fix a rip in a winter coat by sewing it back together.
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INTRODUCTION

This guide will help you easily and quickly fix a tear in a winter coat. This technique requires very
basic sewing tools, like a needle and thread, but also uses a product to prevent any further fraying
on the coat from the rip.

TOOLS:
Sewing Needle (1)
Thread (1)
FrayCheck (1)
Utility Scissors (1)
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https://www.amazon.com/SINGER-01125-Assorted-Hand-Needles/dp/B002PI751C/ref=sr_1_9?keywords=sewing+needle&qid=1564768471&s=gateway&sr=8-9
http://www.amazon.com/b?ie=UTF8&node=12899561
https://www.amazon.com/Dritz-1674-Liquid-Sealant-0-75-Ounce/dp/B00W26HQQQ/ref=sr_1_1_sspa/136-9288271-6032513?ie=UTF8&qid=1522767761&sr=8-1-spons&keywords=fray+check&psc=1&smid=A3G2RBEZBLAJ53
file:///Store/Tools/Utility-Scissors/IF145-134


Step 1 — Repairing a Ripped Winter Coat Sleeve

Carefully cut off any long frays from
the tear.



Step 2

Apply a fray sealer to the edge of the
tear to help prevent any further
fraying.



Let the product dry before continuing
to the next step.
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Step 3

 

Thread a sewing needle.

Tie a secure knot at the end.

Step 4

Slightly fold the edges of the tear
and bring them together.
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Step 5

  

Push the needle from the inside of the edge closest to you.

Push the needle into the other side, joining the two edges together.

Push the needle back through the edge closest to you, pulling the needle and thread tightly.

Continue this motion across the rest of the tear, keeping the stitches tight and close together.

Step 6

  

Tie a secure knot after making the last stitch.

Trim the excess thread.
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