
IBM Thinkpad T61 Trackpad Replacement
The trackpad for the IBM Lenovo Thinkpad T61...

Written By: Raymond Lawton

Page 1 of 6



INTRODUCTION

The trackpad for the IBM Lenovo Thinkpad T61 lets you navigate your mouse around the screen. If
your trackpad is causing the mouse to jump around or simply not move, it may be due for a
replacement. Follow these steps to install a new trackpad. 

Be sure to disconnect your computer from any power source and remove the battery before
beginning work.

TOOLS:

Phillips #1 Screwdriver (1)

PARTS:

IBM Thinkpad T61 Trackpad (1)

Step 1 — Trackpad

Flip your computer over and remove
the four indicated screws with the
Phillips #1 screwdriver.
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https://www.ifixit.com/products/phillips-1-screwdriver
https://www.laptopinventory.com/ModelDetail.php/Lenovo/Thinkpad%20T%20Series/T61/Touchpad/2819


Step 2

With the screws removed, the
trackpad panel should lift as shown.
Gently lift so the inside is visible.



Step 3

 

Gently remove the white plug to disconnect the trackpad panel from the bottom of the
computer.



Use the screwdriver to remove the four screws from the trackpad. Two of the screws are
located just under the plastic.
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Step 4

  

Separate the trackpad with the bottom mouse buttons from the trackpad panel.

Step 5

Align the new trackpad so the screw
holes line up with their insertion
points. Replace the screws with the
screwdriver.
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Replace the battery and plug in your computer. Test out your new trackpad!

Step 6

Reinsert the white plug.

Step 7

 

Replace the trackpad panel.

Use the screwdriver to replace the screws, refastening the trackpad panel to the computer.
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